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Wash & Wax 

FEATURES 
 
WASH & WAX is a mild washing concentrate that cleans and preserves surfaces in a single step. 
It is suitable for quick and effortless maintenance of all exterior surfaces and is also ideal for 
regular in-between cleanings during the season. It is easy to use and effectively removes 
stubborn dirt. 

 
APPLICATION  
 
Suitable for use on gelcoat, plastics, metals, and painted surfaces. During cleaning, a wax layer is 
applied to the surface, extending the protection of waxed and polished surfaces. Existing wax is 
not removed. The treated surfaces become water-repellent, making them resistant to dirt and 
stains. WASH & WAX contains no solvents, is silicone-free, biodegradable, and water-soluble. 
 

PRODUCT DATA 
 

• Packaging: 500 ml 

• Color: Greenish-milky 

• Specific weight: 1,02 kg/l 

 

PROCESSING 
 
Lightly pre-rinse the surface with water. WASH & WAX is mixed with fresh or saltwater in a ratio 
of 1:50. The surface is cleaned using a sponge or cloth in circular motions with light pressure. 
Dirt and cleaning residues remain on the surface and are removed during rinsing with water. 
For very stubborn and intense dirt, WASH & WAX can also be used undiluted. Polishing the 
surfaces afterward is not required.  
 
Do not apply in direct sunlight or at temperatures below 10°C. 
 
 
 
 
 
 
 
 
 
 



 
TECHNICAL DATA SHEET 

 
 

 

 
VOSSCHEMIE GMBH  Esinger Steinweg 50  D-25436 Uetersen 
Telefon +49 (0) 4122 / 717 -0  Telefax +49 (0) 4122 / 717 -333  
info@vosschemie.de  www.yachtcare.de  www.vosschemie.de 

 

 
 
 

PRECAUTIONS 
 
Please refer to the current safety data sheet and the relevant guidelines from the Chemical 
Industry Trade Association for instructions on handling the products and disposal. The above 
information, particularly the suggestions for processing and using our products, is based on our 
knowledge and experience under normal conditions. Due to varying materials, substrates, and 
differing working conditions, no warranty for the work result or liability, regardless of the legal 
basis, can be derived from these instructions or any oral advice unless there is a case of intent or 
gross negligence. In this case, the user must prove that he has provided us in writing with all 
necessary knowledge for proper and successful assessment in a timely and complete manner. 
Third-party rights must be observed. Otherwise, our general terms and conditions of sale and 
delivery apply. The latest technical data sheet should be requested from us. 
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