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Teak cleaner 1 

FEATURES 
 
A powerful alkaline special cleaner that removes old and stubborn dirt and weathering marks, as 
well as residues from old oil treatments from teak wood. This treatment is surface-friendly as 
the old coatings do not need to be sanded off. After treatment, the wood is clean and ready for 
subsequent treatments, such as brightening with TEAK BRIGHTENER 2 and care with TEAK OIL 3. 

 
APPLICATION AREA 
 

• Powerful cleaner for oiled teak wood. 

• Deeply cleanses wood pores of dirt and removes residues of old oil treatments from the 
substrate. 

• Patchy surfaces regain a uniform, homogeneous appearance through the treatment. 
 

PRODUCT DATA 
 

• Packaging: 1,0 L 

• Color: Greenish-milky 

• Specific Gravity: 10 g/m³ 

• Coverage: Approx. 200 ml/m², applied undiluted 

 

PROCESSING 
 
All untreated areas must be covered. Moisten the wood surface to be cleaned. Apply TEAK 
CLEANER 1 thickly and evenly to the surface using a brush or broom. The exposure time is 
approximately 15-30 minutes. Do not extend the exposure time for heavy soiling; instead, 
repeat the cleaning process. Do not allow the surface to dry during the exposure time and, if 
necessary, re-moisten with TEAK CLEANER 1. Afterward, remove loosened oil residues or dirt 
with a scraper or brush and water. Finally, rinse very thoroughly with plenty of water. If this 
cleaning is not carried out properly and completely, a subsequent oil treatment may be 
impaired during the drying process. We, therefore, always recommend neutralization with TEAK 
BRIGHTENER 2. 
 
Caution: Tannin-containing woods such as oak may darken when treated with TEAK CLEANER 1. 
Immediate post-treatment with TEAK BRIGHTENER 2 is essential. It neutralizes the substrate and 
brightens it again. The cleaning of tools can be done with warm water. Store only in the original 
container. Wear gloves and safety glasses during processing. 
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PRECAUTIONS 
 
For information on handling the products and disposal, please refer to the current safety data 
sheet and the relevant bulletins from the Chemical Industry Association. The above information, 
particularly the suggestions for processing and use of our products, is based on our knowledge 
and experience in standard cases. Due to the variety of materials, substrates, and different 
working conditions, no guarantee of a work result or liability, regardless of the legal basis, can 
be derived from these instructions or from any oral advice, unless we are guilty of intent or 
gross negligence.  
 
The user must prove that they have provided us in writing with all knowledge necessary for 
proper and successful evaluation in a timely and complete manner. Third-party rights must be 
observed. Otherwise, our respective sales and delivery conditions apply. The latest technical 
data sheet should be requested from us. 
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